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STEP # 1 Position the spa cover (in closed position) on the spa making sure all four 
corners are properly aligned.

Using screws #A attach the left 
and right mounting brackets to the 
appropriate spa sides.

Spacer (2x)

Facile à détacher, cette 
bande #D s’ajuste si vous 
avez une moulure de fini-
tion sur le cabinet du spa.  
Assurez-vous d’intaller les 
12 vis #A.

Easily detachable, the 
spacer #D fits if you 
have a molding fin-
ish on the spa cabinet. 
Make sure to install the 
12 screws #A.

   A #10 1 1/2” (38mm)            C   #10
           Screw (12x)                   Cap (12x)

The bracket can be fixed to any side of the unit at a maxi-
mum of 16’’/40 cm from the top of the unit.  It would be 
highly recommended to identify the spa framing (2x3) 
underneath the skirt allowing maximum support for the top 
bracket screws (6).



Connect the pivot arm to the mounting 
brackets. (As shown) 

G 3/8” (10mm)    F 3/8” (10 mm)    H 3/8” (10mm)    E (3/8(10mm) x 3”(76mm)    J 3/8’’(10mm)
     Nut (2x)                 Washer (4x)             Pivot (4x)                      Screw  (2x)                  Cap (2x)

Spread the tubes on the spa 
cover.  Insert the long tube in 
the pivot arm one side at a time.   
Coupling the tube to the center 
to both elbows under the seal of 
the spa cover to avoid damaging 
the skin cover.  Coupling and 
position the center tube elbow 
lenght in the center of the lid.

    Long tube

Pivot arm          Center
tube

Pivot arm



Before fixing the 3 screws #B in each hole pre-
drilled, make sure to check the level of your 
cover.  Finally, clip protective black caps #C on 
each screw.

Before securing the 
screws #B to the 
central tube, check the 
opening and closing of 
your spa lifter without 
the cover of your spa.  
Go to the back of your 
spa, holding the lifter 
and the central tube, 
fix the screws #B and 
caps  #C as shown.
This will prevent dam-
aging the skin cover.

B #10  1 1/2” (38mm)        C #10 
            Screw (6x)             Cap (6x)

B #10  3/4’’ (20mm)       C #10
        Screw (6x)             Cap (6x)

N.B. The screw’s head must not touch the cover.


